
5843014 SM-S8467M 60.5 30.7 60.0 69.0 16.9 2.38 1.21 2.36 2.72 0.67 170 6.01 0.00 0.27 29.5 409.69 0.24 35.5 493.86 数字 ±60° 0 .9~2 .1

SPEED

转动速
度

SPEED

转动速
度

SPEE

D

转动

速度

角度 脉冲宽度

A B C D E A B C D E g oz sec/60° kg.cm oz.in sec/60° kg.cm oz.in sec/60° kg.cm oz.in ° (ms)

ITEM NO. MODEL
尺寸(mm) SIZE(in)

WEIGHT

（重量）

4.8V 6V 7.4V

类型

控制范围

TORQUE

扭矩

TORQUE

扭矩

TORQUE

扭矩

0 5 30 0 .08*60 J 碳刷 工程塑料 工程塑料 大型大扭矩数字舵机，全金属齿轮，双轴承，恒流保护

产品特征说明

塑胶 金属
减速

比
长度

线径*股

数

接口类

型
上下 中

pcs pcs cm

防水

齿轮 连接线

马达类型

外壳材料

△ △ ▲ △

一般

飞机

小型

油动

电动

飞机

滑翔

机

无人

机

一般

油动

小型

油动
电动

大型

油动

电动

车

油动

车

迷你

车

大型

油动
帆船

动力

船

飞机 直升机 车 船

机器
人

备注

5813674 SM-S8167MW 60.5 30.7 60.0 69.0 16.9 2.38 1.21 2.36 2.72 0.67 126 4.44 0.26 26.8 372.19 0.22 33 458.29 模拟 ±60° 0 .9~2 .1 0 5 30 0 .08*60 J 碳刷 工程塑料 工程塑料 防雨 模拟舵机，4铜齿轮＋1塑胶齿轮，双轴承，恒流保护，防水 △ △ ▲ △ △

The wire length of these series servos is 11.8in

本系列产品的连接线长均为30cm

Constant    
current     
protection 

SM-S8166B

SM-S8166M

SM-S8167M

SM-S8168B

SM-S8330M

SM-S8466M

SM-S8466N

SM-S8467M

型号 类型

运转
角度

尺寸(mm) 重量

gA B C D E

模拟

模拟

模拟

模拟

模拟

数字

数字

数字

60.5

60.5

60.5 30.7 60.0 69.0 16.9

30.7 60.0 69.0

69.0

16.9 121

160

126

125

137

166

170

170

16.960.030.7

60.5 30.7 60.0 69.0 16.9

59.5 29.1 49.5 70.5 20.3

60.5 30.7 60.0 69.0 16.9

60.5 30.7 60.0 69.0 16.9

60.5 30.7 60.0 69.0 16.9

4.8V

速度

sec/60

扭矩

kg.cm

6.0V

速度

sec/60

扭矩

kg.cm

7.4V

速度

sec/60

扭矩

kg.cm

0.25 17.0 0.21 20.0

0.26 26.8 0.22 33.0

0.26 26.8 0.22 33.0

0.19 15.0 0.15 18.0

0.27 23.8 0.22 29.9

0.25 26.0 0.21 33.0

0.40 30.0 0.32 38.5

0.27 29.5 0.24 35.5

+
-60

+
-60

+
-60

+
-60

+
-60

+
-90

180

+
-60

脉冲
范围

齿轮

ms

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.5-2.5

0.9-2.1

*

PG MG

4 1

1 4

0 5

4 1

0 6

0 5

0 5

0 5

马达
类型

碳刷

碳刷

碳刷

碳刷

碳刷

碳刷

碳刷

碳刷

轴承

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

恒流
保护

无

防水性

防雨水

防雨水

*.PG=塑胶齿轮    MG=金属齿轮 *.SM-S8330M具有恒流保护功能，堵转持续时间不能超过2分钟，解除后立即恢复正常运转。
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Model
Size   (inch)

A B C D E oz

Wei 4.8V 6.0V 7.4V

ghtSpeed

sec/60

Torque

oz.in

Speed Speed

sec/60 sec/60

Torque Torque

oz.in oz.in

Type

Analog

Digital

Digital

Digital

Rota
tion
angle

Pulse
range

ms

Gear*

PG MG

Motor
Bear
ing

Water
resis
tance

SM-S8166B

SM-S8166M

SM-S8167M

SM-S8168B

SM-S8330M

SM-S8466M

SM-S8466N

SM-S8467M

2.38 2.36 2.72 0.67 4.27 0.25

0.26

0.26

0.27

0.25

0.40

236.50

372.835.64

4.44

4.41

4.83

5.87

6.01

6.01

1.21

2.38 2.36 2.72 0.671.21

2.38 2.36 2.72 0.671.21

2.38 2.36 2.72 0.671.21

2.34 1.95 2.78 0.801.15

2.38 2.36 2.72 0.671.21

2.38 2.36 2.72 0.671.21

2.38 2.36 2.72 0.671.21

372.19

0.19 208.68

331.10

361.70

417.35

0.21 278.23

0.22

0.22

0.15

459.09

458.29

250.41

0.22 415.96

0.21 459.09

0.32 535.60

0.27 409.69 0.24 493.86

Analog

Analog

Analog

Analog

+
-60

+
-60

+
-60

+
-60

+
-60

+
-90

180

+
-60

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.9-2.1

0.5-2.5

0.9-2.1

4 1

1 4

0 5

4 1

0 6

0 5

0 5

0 5

Carbon
brush

Carbon
brush

Carbon
brush

Carbon
brush

Carbon
brush

Carbon
brush

Carbon
brush

Carbon
brush

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

BB*2

yes

yes

not

not

not

not

not

not

*.PG=Plastic gear    MG=Metal gear 

*.SM=S8330M:has the function of constant-current protection,the durarion of locked-rotor can not be over 2 minutes;and it will immediately resume normal after relieving. 
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无

无

无

无

无

本系列产品的连接线长均为30cm

The wire length of these         
series servos is 11.8in

无

无

无

无

无

有

有

有

Cons
tant    
cur
rent     
prote
ction 

yes

yes

yes

not

not

not

not

not
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